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with external fixing

Product description

BALS-Prd.-Nr 1030-SP

EAN 4024941971034

product category Wall mounting socket outlet
frequency 50 and 60Hz

material of enclosure Polyamide

Additional technical information

The cable entry is one at top open and one at bottom
closed
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Logistics data
Weight/pcs
Packaging
Content amount
EAN

Length

Width

Weight
Packaging
Content amount
EAN

Length

Width

Height

Weight

Volume

1MB 19

Ampere
Polzahl

S3-ATSTHhoaQanoToO
S

Leiter mm? min
Leiter mm? max

www.bals.com

16

59,5
90,0
130,0
85,0
62,0
33,5
9,0
5,5
8,0
21,0
72,0
M20
1,5
4

16

72,4
90,0
130,0
96,0
77,0
33,5
9,0
5,5
9,0
21,0
87,0
M25
1,5
4

0.22 kg / Piece

Bag

1ST

4024941971034

410 mm

285 mm

0.221 kg

Carton

10 ST

4024941845892

387 mm

222 mm

150 mm

2.393 kg

11,029.5 ccm

16 32 32 32

72,4 79,1 79,1 79.1
90,0 92,0 92,0 92,0
131,0  142,0 142,0 142,0
98,0 103,0 103,0 106,0
77,0 84,0 84,0 84,0
33,5 30,0 30,0 30,0
9,0 9,0 9,0 9,0
55 55 55 55
9,0 9,0 9,0 9,0
21,0 21,0 21,0 21,0
87,0 94,0 94,0 94,0
M25 M25 M25 M25
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